
Condron Concrete 

Works   CCW Data Sheet 2 – Sept 08 

Note: The information given in this data sheet is, to the best of our knowledge, correct, but customers, including 
consultant engineers, site engineers, architects and specifiers, must satisfy themselves that any particular 
product is suitable for their specific requirements.  Condron Concrete Works, or their employees, or agents, do 
not accept any liability whatsoever arising from anything contained in this Data Sheet. 
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Seating Ring 
Depth (mm) 

Manhole Diameter 
(mm) 

Weight (Approx.) 
(kg) 

85 600 100 

 
 National Roads Authority 

(NRA) approved. 

 Condron Cover Frame 
Corbel Slabs/ Adjusting 
Unit are manufactured 
using 85mm thick 
reinforced concrete to suit 
Condron Concrete 
manhole covers with 
600mm access appature. 

 They are quick and simple 
to install. 

 They can be used as 
risers in place of 
engineering bricks to 
achieve the required level 
for the manhole cover and 
frame. 

 All Corbel Slabs/ Adjusting 
Units manufactured by 
Condron Concrete Works 
are tested in accordance 
with I.S. 420 and I.S. EN 
1917:2004 Specifications 

 Contact Condron Concrete 
Works at 
+353 57 9349000 - 9 
(9 lines) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Note: 

Not to scale 

All Dimensions are approximate. 

 

Condron Corbel Slabs/ Adjusting Unit 


